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CERTIFICATE OF ANALYSIS
TEST METHOD RESULT UNITS
Appearance EC AAD1 Bright and Clear
Aromatic Content Excton UV 0.001 wt %
Bromine Index ASTMD2710M 12 ma/100g
Saybolt Color ASTM DB045 +30
Initial Boiling Point ASTM D86 180.9 C
50% Recovery ASTM D86 1841 “C
Dry Point ASTM D86 190.3 “C
Flash Paint ASTM DS3 61.0 C
Refractive Index at 20°C ASTM D1218 1.4236
Density at 15°C ISO 12185 759.6 kg/m?

Comments:

Tank Terminal: LBC
Tank number: 1310
Product: ISOPAR H

intertek Reference: BE100-0102303

Analysis Report: 17-002571-0-BLG-008-00

Sample Nr.. 3020948

Shoretank 1310 After Discharge Sarah Wansild dd. 26-02-2017
Date of issue: 27-02-2017

This certificate has been suthodssd bry: Joachim Dierck on Monday, Febrary 27, 2017

Approved for Sale
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ExxonMabil Chemical guarantees that all properties that are only pe sally tested meet the requirements of the Sales Specifications.
Unless otherwise specified he : data were preparad pursuant to ExxonMobil's sampl d testing pro es in effect at time of
production; and applicable sampling and testing methods are avallable upon request. Vilues may result irtarpolation or correlation
of other data. Sampling and testing methods are subject to change without nofice unless ctherwise agre writing. Tests cc
1 o Intemational Standard Test Methods are routinely verified to be in compliance with the lates shad versions, Minor
sitated by reas such as safsty, environmental

s may be made where thay have no material impact on test results and are n

standards and method effectiveness.




